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Features and Benefits

Hitachi’s wall mounted units from the Summit range of Room Air
Conditioners are available with heating and cooling capacities from RAC-YH6
2.0kW to 9.3kW and offer the following benefits:

¢ High COP and EER
COP of 4.31 and EER of 3.64

e Stylish Design
Framed flat design on FH6 models

e Low Noise
Levels as low as 20dB(A)

e DC PAM Inverter Technology
Hitachi pioneered ‘DC’ Inverter PAM driven Room
Air Conditioners and use this technology to drive its
compressors and fans

¢ Air Quality
A washable carbon and anti-bacteria air purifying filter
ensures that the micro dust, pollen particles and odours that
can collect on filters can be easily removed. The filters can RAS-FH6
be washed and re-used up to 20 times

35vdc power supply to the indoor unit

e Standard Controller
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24-hour infra red remote controller G

e Control Options
Optional simplified or hard wired remote controller with built RAS-YH5A RAR-3U1/3
in 7-day timer. Compatible with H-LINK Control/Ready to
Connect to PCS-6RAD Adapter
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FS‘;?O‘:‘;"’“”'GSS Fresilter SPX-SPF2 | SPX-SPF2 | SPX-SPF2 | SPX-SPF2 | SPX-SPF3 | SPX-SPF3 | SPX-SPF4

System Features RAS-18FH6 | RAS-25FH6 | RAS-35FH6 | RAS-50FH6

Air Purlfylng Filter Type SPX CFH11 SPX CFH11 SPX CFH11 SPX CFH11 SPX CFH5 SPX CFH5 SPX CFH12

Anti-bacterial
TangenUaIFan

Remote Controller Type Infra Red (Std) - Simple Wired or Wired inc. 7 Day Timer (Option)

Remote Control Timer or 7 Day option




