
AE-200E 
Centralised Controller

One of the most advanced
energy monitoring centralised
controllers available, the 
AE-200E allows complete
control from one location.

The AE-200E is the next generation of centralised control
incorporating the following elements and key features:
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Key Features
Touch-screen control of up to 50 units
Control of M Series, Mr Slim, City Multi, CAHV and Lossnay units
Control third party equipment ON/OFF
Scheduling and night setback
Web based control and monitoring of up to 50 units
Ethernet port enables connection to BEMS interfaces
Energy monitoring of multiple air conditioning systems
Energy data stored on controller to enable 
historical trend analysis
Graphical representation of energy use 
on touch screen and web pages
Energy consumption targets on 
touch screen and web pages
Downloadable energy 
data files (CSV)
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Description
Connect to
Max Number of Units
Compatibility
Power Supply
Dimensions (mm) (WxDxH)
Control On/Off

Mode
Setpoint
Fan Speed
Air Direction
Permit/Prohibit
Filter Sign

Monitor On/Off
Mode
Setpoint
Fan Speed
Air Direction
Permit/Prohibit
Filter Sign
Fault Codes
Room Temperature

Weekly Schedule
Annual Schedule
Night Set Back
Web Pages
Optimised Start
Automatic Setpoint Adjustment
Load Shedding
Remote Monitoring with M2M
Simple Energy Monitoring
Advanced Energy Monitoring

CENTRALISED CONTROLLER AE-200E
Touch Screen Centralised Controller with Web Interface

MNET Network
50

M Series, Mr Slim, City Multi, CAHV and Lossnay
220-240v, 50Hz AC 
284 x 65 x 200
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AE-200E

Energy Use Screen

Indoor Unit Energy Consumption
Ranking Screen


