
PAR-U02MEDA 
Remote Controller
The PAR-U02MEDA remote
controller is compatible with our
split systems and City Multi VRF
systems. It is easy to use and is
ideal for any application.

The remote controller uses a 4 inch backlit touch screen
with a built in occupancy sensor and 7 day time clock. It
also includes the following features:
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Key Features
Vacancy energy save control using occupancy sensor
LED operation status indicator
Night set back function
Auto off timer
Ideal for meeting room control
Can be connected anywhere on MNET
Dual setpoint function
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Description
Connect to
Max Number of Units
Compatibility
Dimensions (mm) (WxDxH)
Control On/Off

Mode
Setpoint
Fan Speed
Air Direction
Permit/Prohibit
Filter Sign

Monitor On/Off
Mode
Setpoint
Fan Speed
Air Direction
Permit/Prohibit
Filter Sign
Fault Codes
Room Temperature

Backlight
Setpoint Limitation
Scheduling
Night Set Back
Button Lock
Occupancy Sensor (PIR)

REMOTE CONTROLLER PAR-U02MEDA

Touch Remote Controller
MNET Network

16
City Multi, Mr Slim and M Series via A2M Adaptor

140 x 25 x 120
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 1 On/Off
 2 Mode
 3 Menu
 4 On/Off LED
 5 Setpoint Down*
 6 Setpoint Up*
 7 Indoor Unit Screen
 8 Room Name
 9 Room Temperature
 10 Humidity
 11 Setpoint*
 12 Day and Time
 13 Schedule Prohibited
 14 Weekly Timer Enabled
 15 Brightness Sensor Activated
 16 Occupancy Sensor Activated
 17 Energy Saving Activated
 18 Filter Sign
 19 R/C Sensor Enabled
 20 Centrally Controlled
 21 Operation Locked
 22 On/Off Timer Enabled
 23 Lossnay Interlocked
 24 Setpoint Restricted

* As dual set point configuration
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1 Backlit Touch Screen
2 Brightness Sensor
3 Occupancy Sensor
4 LED Indicator
5 Temperature and Humidity Sensor
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