
CAPACITY (kW) Heating (nominal)

   Cooling (nominal)

   Heating (UK)

   Cooling (UK)

POWER INPUT (kW) Heating (nominal)

   Cooling (nominal)

   Heating (UK)

   Cooling (UK)

COP / EER (nominal)

SCOP / SEER

Max no. OF CONNECTABLE INDOOR UNITS

MAX CONNECTABLE CAPACITY                                

AIRFLOW (m3/min)

PIPE SIZE mm (in) Gas

   Liquid                       

SOUND PRESSURE LEVEL (dBA)

WEIGHT (kg)

DIMENSIONS (mm) Width

   Depth

   Height

ELECTRICAL SUPPLY

PHASE

STARTING CURRENT (A)

NOMINAL SYSTEM                    Heating
RUNNING CURRENT (A)*                 Cooling

GUARANTEED OPERATING RANGE (ºC) Heating / Cooling

FUSE RATING (BS88) - HRC (A)

MAINS CABLE No. Cores

CAPACITY (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

POWER INPUT (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

COP / EER (nominal)

SCOP / SEER

MAX No. OF CONNECTABLE INDOOR UNITS

MAX CONNECTABLE CAPACITY

AIRFLOW (m3/min)                    High

PIPE SIZE mm (in)                   Gas

                     Liquid                       

SOUND PRESSURE LEVEL (dBA)

SOUND POWER LEVEL (dBA)

WEIGHT (kg)

DIMENSIONS (mm)                    Width

                      Depth

(1650mm without legs)                    Height

ELECTRICAL SUPPLY*

PHASE*

STARTING CURRENT (A)*

NOMINAL SYSTEM                    Heating
RUNNING CURRENT (A)*                 Cooling

GUARANTEED OPERATING RANGE (ºC)    Heating / Cooling

FUSE RATING (MCB sizes BS EN 60947-2) - (A)*

MAINS CABLE No. Cores*

CAPACITY (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

POWER INPUT (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

COP / EER (nominal)

SCOP / SEER

MAX No. OF CONNECTABLE INDOOR UNITS

MAX CONNECTABLE CAPACITY

AIRFLOW (m3/min)                    High

PIPE SIZE mm (in)                   Gas

                     Liquid                     

SOUND PRESSURE LEVEL (dBA)

SOUND POWER LEVEL (dBA)

WEIGHT (kg)

DIMENSIONS (mm)                    Width

                      Depth

(1650mm without legs)                    Height

ELECTRICAL SUPPLY*

PHASE*

STARTING CURRENT (A)*

NOMINAL SYSTEM                    Heating
RUNNING CURRENT (A)*                Cooling

GUARANTEED OPERATING RANGE (ºC)    Heating / Cooling

FUSE RATING (MCB sizes BS EN 60947-2) - (A)*

MAINS CABLE No. Cores*

CAPACITY (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

POWER INPUT (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

COP / EER (nominal)

SCOP / SEER

MAX No. OF CONNECTABLE INDOOR UNITS

MAX CONNECTABLE CAPACITY

AIRFLOW (m3/min)                    High

PIPE SIZE mm (in)                   Gas

                     Liquid

SOUND PRESSURE LEVEL (dBA)

SOUND POWER LEVEL (dBA)

WEIGHT (kg)

DIMENSIONS (mm)                    Width

                      Depth

(1650mm without legs)                    Height

ELECTRICAL SUPPLY*

PHASE*

STARTING CURRENT (A)*

NOMINAL SYSTEM                    Heating
RUNNING CURRENT (A)*                 Cooling

GUARANTEED OPERATING RANGE (ºC)    Heating / Cooling

FUSE RATING (MCB sizes BS EN 60947-2) - (A)*

MAINS CABLE No. Cores*

CAPACITY (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

POWER INPUT (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

COP / EER (nominal)

SCOP / SEER

MAX No. OF CONNECTABLE INDOOR UNITS

MAX CONNECTABLE CAPACITY

AIRFLOW (m3/min)                    High

PIPE SIZE mm (in)                   Gas

                     Liquid

SOUND PRESSURE LEVEL (dBA)

SOUND POWER LEVEL (dBA)

WEIGHT (kg)

DIMENSIONS (mm)                    Width

                      Depth

(1650mm without legs)                    Height

ELECTRICAL SUPPLY*

PHASE*

STARTING CURRENT (A)*

NOMINAL SYSTEM                    Heating
RUNNING CURRENT (A)*                Cooling

GUARANTEED OPERATING RANGE (ºC)    Heating / Cooling

FUSE RATING (MCB sizes BS EN 60947-2) - (A)*

MAINS CABLE No. Cores*

STANDARD HEAT PUMP

100.0

90.0

100.0

87.0

82.8

25.70

27.10

32.38

23.90

17.48

3.89 / 3.32

5.19 / 5.82

50

50-130% OU Capacity

370 / 210

34.93 (1-3/8”)

19.05 (3/4”)

64

84

290 + 250

1750 + 1220

760

1710

380-415v, 50Hz

Three

8 / 8

39.7

41.8

-20~15.5 / -5~46

1 x 40 / 1 x 32

4 + earth

108.0

96.0

102.6

95.0

88.3

28.42

29.62

37.80

26.15

18.07

3.80 / 3.24

4.82 / 6.07

50

50-130% OU Capacity

370 / 210

41.28 (1-5/8”)

19.05 (3/4”)

64.5

84.5

290 + 250

1750 + 1220

760

1710

380-415v, 50Hz

Three

8 / 8

43.9

45.7

-20~15.5 / -5~46

1 x 40 / 1 x 32

4 + earth

113.0

101.0

107.4

99.4

92.9

30.05

32.06

39.97

27.65

19.56

3.76 / 3.15

4.77 / 5.84

50

50-130% OU Capacity

370 / 370

41.28 (1-5/8”)

19.05 (3/4”)

65

85

290 + 290

1750 + 1750

760

1710

380-415v, 50Hz

Three

8 / 8

46.4

49.5

-20~15.5 / -5~46

1 x 40 / 1 x 40

4 + earth

PUHY-P800YSJM-A PUHY-P850YSJM-A PUHY-P900YSJM-A

STANDARD HEAT PUMP

119.5

108.0

113.5

105.2

99.4

30.02

30.50

39.93

27.62

18.61

3.98 / 3.54

4.97 / 6.52

50

50-130% OU Capacity

210 / 170 / 170

41.28 (1-5/8”)

19.05 (3/4”)

64.5

84.5

250 + 215 + 200

1220 + 920 + 920

760

1710

380-415v, 50Hz

Three

8 / 8 / 8

46.4

47.1

-20~15.5 / -5~46

1 x 32 / 1 x 25 / 1 x 20

4 + earth

127.0

113.0

120.7

111.8

104.0

33.15

32.10

44.09

30.50

19.58

3.83 / 3.52

4.86 / 6.33

50

50-130% OU Capacity

210 / 170 / 170

41.28 (1-5/8”)

19.05 (3/4”)

64.5

84.5

250 + 215 + 215

1220 + 920 + 920

760

1710

380-415v, 50Hz

Three

8 / 8 / 8

51.2

49.6

-20~15.5 / -5~46

1 x 32 / 1 x 25 / 1 x 25

4 + earth

132.0

118.0

125.4

116.2

108.6

34.10

33.81

45.35

31.37

20.62

3.87 / 3.49

4.91 / 6.34

50

50-130% OU Capacity

210 / 210 / 170

41.28 (1-5/8”)

19.05 (3/4”)

65

85

250 + 250 + 215

1220 + 1220 + 920

760

1710

380-415v, 50Hz

Three

8 / 8 / 8

52.7

52.2

-20~15.5 / -5~46

1 x 32 / 1 x 32 / 1 x 25

4 + earth

140.0

124.0

133.0

123.2

114.1

36.08

35.73

47.99

33.19

21.80

3.88 / 3.47

4.92 / 6.41

50

50-130% OU Capacity

210 / 210 / 210

41.28 (1-5/8”)

19.05 (3/4”)

65

85

250 + 250 + 250

1220 + 1220 + 1220

760

1710

380-415v, 50Hz

Three

8 / 8 / 8

55.7

55.2

-20~15.5 / -5~46

1 x 32 / 1 x 32 / 1 x 32

4 + earth

PUHY-P950YSJM-A PUHY-P1000YSJM-A PUHY-P1050YSJM-A PUHY-P1100YSJM-A

MINI HEAT PUMP

14.0

12.5

11.6

11.5

3.04

2.79

2.71

1.87

4.61 / 4.48

3.95 / 6.39

9

50-130% OU Capacity

110

15.88 (5/8”)

9.52 (3/8”)

49

123

1050

330+30

1338

220-240v, 50Hz

Single

5

13.42

12.32

-20~15 / -5~46

1 x 32

3

14.0

12.5

11.6

11.5

3.04

2.79

2.71

1.87

4.61 / 4.48

3.95 / 6.39

9

50-130% OU Capacity

110

15.88 (5/8”)

9.52 (3/8”)

49

125

1050

330+30

1338

380-415v, 50Hz

Three

5

4.62

4.24

-20~15 / -5~46

1 x 16

4 + earth

16.0

14.0

13.3

12.9

3.74

3.46

3.33

2.32

4.28 / 4.05

4.14 / 6.39

10

50-130% OU Capacity

110

15.88 (5/8”)

9.52 (3/8”)

50

123

1050

330+30

1338

220-240v, 50Hz

Single

5

16.51

15.27

-20~15 / -5~46

1 x 32

3

16.0

14.0

13.3

12.9

3.74

3.46

3.33

2.32

4.28 / 4.05

4.14 / 6.39

10

50-130% OU Capacity

110

15.88 (5/8”)

9.52 (3/8”)

50

125

1050

330+30

1338

380-415v, 50Hz

Three

5

5.68

5.26

-20~15 / -5~46

1 x 16

4 + earth

18.0

15.5

14.9

14.3

4.47

4.52

3.98

3.03

4.03 / 3.43

3.92 / 6.13

12

50-130% OU Capacity

110

15.88 (5/8”)

9.52 (3/8”)

51

123

1050

330+30

1338

220-240v, 50Hz

Single

5

19.73

19.95

-20~15 / -5~46

1 x 32

3

18.0

15.5

14.9

14.3

4.47

4.52

3.98

3.03

4.03 / 3.43

3.92 / 6.134

12

50-130% OU Capacity

110

15.88 (5/8”)

9.52 (3/8”)

51

125

1050

330+30

1338

380-415v, 50Hz

Three

5

6.79

6.87

-20~15 / -5~46

1 x 16

4 + earth

PUMY-P112VKM PUMY-P112YKM PUMY-P125VKM PUMY-P125YKM PUMY-P140VKM PUMY-P140YKM

STANDARD HEAT PUMP

25.0

22.4

25.0

22.8

21.3

5.84

5.62

7.36

5.78

3.23

4.28 / 3.98

5.18 / 7.02

17

50-130% OU Capacity

170

19.05 (3/4”)

9.52 (3/8”)

56

76

190

920

760

1710

380-415v, 50Hz

Three

8

9.0

8.6

-20~15.5 / -5~46

1 x 20

4 + earth

31.5

28.0

31.5

28.7

26.6

7.34

7.40

9.25

7.27

4.26

4.29 / 3.78

5.12 / 6.85

21

50-130% OU Capacity

170

22.2 (7/8”)

9.52 (3/8”)**

58

78

200

920

760

1710

380-415v, 50Hz

Three

8

11.3

11.4

-20~15.5 / -5~46

1 x 20

4 + earth

37.5

33.5

35.6

32.3

31.5

9.25

9.00

12.40

8.97

5.81

4.05 / 3.72

4.93 / 6.23

26

50-130% OU Capacity

170

22.2 (7/8”)

9.52 (3/8”)**

59

79

215

920

760

1710

380-415v, 50Hz

Three

8

14.2

13.9

-20~15.5 / -5~46

1 x 25

4 + earth

45.0

40.0

42.8

38.7

37.6

11.19

11.01

14.99

10.85

7.10

4.02 / 3.63

4.88 / 6.33

30

50-130% OU Capacity

210

28.58 (1-1/8”)

12.7 (1/2”)

60

80

250

1220

760

1710

380-415v, 50Hz

Three

8

17.2

17.0

-20~15.5 / -5~46

1 x 32

4 + earth

50.0

45.0

47.5

43.0

42.3

12.82

13.11

17.18

12.44

8.46

3.90 / 3.43

5.01 / 6.14

34

50-130% OU Capacity

210

28.58 (1-1/8”)

12.7 (1/2”)

61

81

250

1220

760

1710

380-415v, 50Hz

Three

8

19.8

20.2

-20~15.5 / -5~46

1 x 32

4 + earth

56.0

50.0

50.7

48.7

46.0

14.62

15.47

16.67

13.30

9.75

3.83 / 3.23

4.96 / 5.82

39

50-130% OU Capacity

370

28.58 (1-1/8”)

15.88 (5/8”)

62

82

290

1750

760

1710

380-415v, 50Hz

Three

8

22.5

23.9

-20~15.5 / -5~46

1 x 40

4 + earth

PUHY-P200YJM-A PUHY-P250YJM-A PUHY-P300YJM-A PUHY-P350YJM-A PUHY-P400YJM-A PUHY-P450YJM-A

STANDARD HEAT PUMP

63.0

56.0

57.0

54.8

51.5

15.03

15.38

17.13

13.68

9.69

4.19 / 3.64

5.12 / 6.53

43

50-130% OU Capacity

170 / 170

28.58 (1-1/8”)

15.88 (5/8”)

61

81

200 + 200

920 + 920

760

1710

380-415v, 50Hz

Three

8 / 8

23.2

23.7

-20~15.5 / -5~46

1 x 20 / 1 x 20

4 + earth

69.0

63.0

62.4

60.0

58.0

16.87

17.16

19.23

15.35

10.81

4.09 / 3.67

4.99 / 6.39

47

50-130% OU Capacity

170 / 170

28.58 (1-1/8”)

15.88 (5/8”)

61.5

81.5

215 + 200

920 + 920

760

1710

380-415v, 50Hz

Three

8 / 8

26.0

26.5

-20~15.5 / -5~46

1 x 25 / 1 x 20

4 + earth

76.5

69.0

69.2

66.6

63.5

18.88

18.75

21.52

17.18

11.81

4.05 / 3.68

4.94 / 6.58

50

50-130% OU Capacity

210 / 170

28.58 (1-1/8”)

15.88 (5/8”)

62

82

250 + 200

1220 + 920

760

1710

380-415v, 50Hz

Three

8 / 8

29.1

28.9

-20~15.5 / -5~46

1 x 32 / 1 x 20

4 + earth

81.5

73.0

73.8

70.9

67.2

20.47

20.39

23.34

18.63

12.85

3.98 / 3.58

4.93 / 6.30

50

50-130% OU Capacity

210 / 170

28.58 (1-1/8”)

15.88 (5/8”)

62.5

82.5

250 + 215

1220 + 920

760

1710

380-415v, 50Hz

Three

8 / 8

31.6

31.5

-20~15.5 / -5~46

1 x 32 / 1 x 25

4 + earth

88.0

80.0

88.0

76.6

73.6

22.27

22.47

28.06

20.71

14.49

3.95 / 3.56

5.06 / 6.20

50

50-130% OU Capacity

210 / 210

34.93 (1-3/8”)

19.05 (3/4”)

63

83

250 + 250

1220 + 1220

760

1710

380-415v, 50Hz

Three

8 / 8

34.4

34.7

-20~15.5 / -5~46

1 x 32 / 1 x 32

4 + earth

95.0

85.0

95.0

82.7

78.2

24.67

24.70

31.08

22.94

15.93

3.85 / 3.44

5.09 / 6.06

50

50-130% OU Capacity

210 / 210

34.93 (1-3/8”)

19.05 (3/4”)

63.5

83.5

250 + 250

1220 + 1220

760

1710

380-415v, 50Hz

Three

8 / 8

38.1

38.1

-20~15.5 / -5~46

1 x 32 / 1 x 32

4 + earth

PUHY-P500YSJM-A PUHY-P550YSJM-A PUHY-P600YSJM-A PUHY-P650YSJM-A PUHY-P700YSJM-A PUHY-P750YSJM-A

Note: * A separate power supply is required for each module. Where more than one figure is quoted there are multiple modules.   **12.7(1/2”) if P250 furthest length ≥ 90m, P300 furthest length ≥ 40m.

Product Information

Air Conditioning City Multi Specifications

Heat Pump Outdoor Unit (Y Series) Specifications
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STANDARD HEAT PUMP

CAPACITY (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

POWER INPUT (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

COP / EER (nominal)

SCOP / SEER

MAX No. OF CONNECTABLE INDOOR UNITS

MAX CONNECTABLE CAPACITY

AIRFLOW (m3/min)                    High

PIPE SIZE mm (in)                   Gas

                     Liquid

SOUND PRESSURE LEVEL (dBA)

SOUND POWER LEVEL (dBA)

WEIGHT (kg)

DIMENSIONS (mm)                    Width

                      Depth

(1650mm without legs)                    Height

ELECTRICAL SUPPLY*

PHASE*

STARTING CURRENT (A)*

NOMINAL SYSTEM                    Heating
RUNNING CURRENT (A)*                 Cooling

GUARANTEED OPERATING RANGE (ºC)    Heating / Cooling

FUSE RATING (MCB sizes BS EN 60947-2) - (A)*

MAINS CABLE No. Cores*

145.0

130.0

137.8

127.6

119.6

37.27

38.34

49.57

34.29

23.39

3.89 / 3.39

4.86 / 6.24

50

50-130% OU Capacity

370 / 210 / 210

41.28 (1-5/8”)

19.05 (3/4”)

65.5

85.5

290 + 250 + 250

1750 + 1220 + 1220

760

1710

380-415v, 50Hz

Three

8 / 8 / 8

57.6

59.2

-20~15.5 / -5~46

1 x 40 / 1 x 32 / 1 x 32

4 + earth

150.0

136.0

142.5

132.0

125.1

39.26

40.84

52.22

36.12

24.91

3.82 / 3.33

4.84 / 6.16

50

50-130% OU Capacity

370 / 210 / 210

41.28 (1-5/8”)

19.05 (3/4”)

66

86

290 + 250 + 250

1750 + 1220 + 1220

760

1710

380-415v, 50Hz

Three

8 / 8 / 8

60.6

63.1

-20~15.5 / -5~46

1 x 40 / 1 x 32 / 1 x 32

4 + earth

156.5

140.0

148.7

137.7

128.8

40.86

42.94

54.34

37.59

26.19

3.83 / 3.26

4.86 / 5.96

50

50-130% OU Capacity

370 / 370 / 210

41.28 (1-5/8”)

19.05 (3/4”)

66

86

290 + 290 + 250

1750 + 1750 + 1220

760

1710

380-415v, 50Hz

Three

8 / 8 / 8

63.1

66.3

-20~15.5 / -5~46

1 x 40 / 1 x 40 / 1 x 32

4 + earth

PUHY-P1150YSJM-A PUHY-P1200YSJM-A PUHY-P1250YSJM-A

Note: * A separate power supply is required for each module. Where more than one figure is quoted there are multiple modules.  



CAPACITY (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

POWER INPUT (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

COP / EER (nominal)

SCOP / SEER

MAX No. OF CONNECTABLE INDOOR UNITS

MAX CONNECTABLE CAPACITY

AIRFLOW (m3/min)                 High

PIPE SIZE mm (in)                Gas

                  Liquid

SOUND PRESSURE LEVEL (dBA)

SOUND POWER LEVEL (dBA)

WEIGHT (kg)

DIMENSIONS (mm)                 Width

                   Depth

(1650mm without legs)                 Height

ELECTRICAL SUPPLY*

PHASE*

STARTING CURRENT (A)*

NOMINAL SYSTEM                 Heating
RUNNING CURRENT (A)*             Cooling

GUARANTEED OPERATING RANGE (ºC) Heating / Cooling

FUSE RATING (MCB sizes BS EN 60947-2) - (A)*

MAINS CABLE No. Cores*

REPLACE HEAT PUMP

88.0

80.0

88.0

76.6

73.6

20.13

22.22

25.37

18.72

14.45

4.37 / 3.60

- / 6.03

32

50~130% OU Capacity

185 / 185 / 185

41.28 (1-5/8”)

19.05 (3/4”)

61.5

81.5

255 + 255 + 230

920 + 920 + 920

760

1710

380-415v, 50Hz

Three

8 + 8 + 8

33.0

36.4

-20~15.5 / -5~46

1 x 20 / 1 x 20 / 1 x 20

4 + earth

95.0

85.0

95.0

82.7

78.2

21.78

24.14

27.45

20.26

15.70

4.36 / 3.52

- / 6.23

32

50~130% OU Capacity

185 / 185 / 185

41.28 (1-5/8”)

19.05 (3/4”)

62

82

255 + 255 + 255

920 + 920 + 920

760

1710

380-415v, 50Hz

Three

8 + 8 + 8

36.5

39.7

-20~15.5 / -5~46

1 x 20 / 1 x 20 / 1 x 20

4 + earth

100.0

90.0

100.0

87.0

82.8

23.75

25.49

29.93

22.09

16.57

4.21 / 3.53

- / 5.92

32

50~130% OU Capacity

185 / 185 / 185

41.28 (1-5/8”)

19.05 (3/4”)

62.5

82.5

255 + 255 + 255

920 + 920 + 920

760

1710

380-415v, 50Hz

Three

8 + 8 + 8

39.3

42.0

-20~15.5 / -5~46

1 x 25 / 1 x 20 / 1 x 20

4 + earth

108.0

96.0

103.7

94.0

88.3

26.47

27.11

35.21

24.09

16.54

4.08 / 3.54

- / 5.89

32

50~130% OU Capacity

185 / 185 / 185

41.28 (1-5/8”)

19.05 (3/4”)

63.5

83.5

255 + 255 + 255

920 + 920 + 920

760

1710

380-415v, 50Hz

Three

8 + 8 + 8

43.2

44.1

-20~15.5 / -5~46

1 x 25 / 1 x 25 / 1 x 20

4 + earth

113.0

101.0

108.5

98.3

92.9

28.39

28.29

37.76

25.83

17.26

3.98 / 3.57

- / 5.60

32

50~130% OU Capacity

185 / 185 / 185

41.28 (1-5/8”)

19.05 (3/4”)

64

84

255 + 255 + 255

920 + 920 + 920

760

1710

380-415v, 50Hz

Three

8 + 8 + 8

45.9

45.7

-20~15.5 / -5~46

1 x 25 / 1 x 25 / 1 x 25

4 + earth

PUHY-RP700YSJM-B PUHY-RP750YSJM-B PUHY-RP800YSJM-B PUHY-RP850YSJM-B PUHY-RP900YSJM-B

Note: * A separate power supply is required for each module. Where more than one figure is quoted there are multiple modules.

STANDARD HEAT RECOVERY

CAPACITY (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

POWER INPUT (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

COP / EER (nominal)

SCOP / SEER

MAX No. OF CONNECTABLE INDOOR UNITS

MAX CONNECTABLE CAPACITY

AIRFLOW (m3/min)           High

PIPE SIZE mm (in) Gas

   Liquid

SOUND PRESSURE LEVEL (dBA)

SOUND POWER LEVEL (dBA)

WEIGHT (kg)

DIMENSIONS (mm)           Width

             Depth

(1650mm without legs)           Height

ELECTRICAL SUPPLY*

PHASE*

STARTING CURRENT (A)*

NOMINAL SYSTEM           Heating

RUNNING CURRENT (A)*       Cooling

GUARANTEED OPERATING RANGE (ºC) Heating / Cooling

FUSE RATING (MCB sizes BS EN 60947-2) - (A)*

MAINS CABLE No. Cores*

25.0

22.4

25.0

22.8

21.3

5.69

5.18

7.17

5.63

2.98

4.39 / 4.32

4.87 / 7.27

20

50~150% OU Capacity

185

15.88 (5/8”)

19.05 (3/4”)

56

76

240

920

760

1710

380-415v, 50Hz

Three

8

8.7

8.0

-20~15.5 / -5~46

1 x 20

4 + earth

31.5

28.0

31.5

28.7

26.6

7.32

7.05

9.22

7.25

4.05

4.30 / 3.97

4.98 / 6.99

25

50~150% OU Capacity

185

19.05 (3/4”)

22.2 (7/8”)

57

77

240

920

760

1710

380-415v, 50Hz

Three

8

11.3

10.8

-20~15.5 / -5~46

1 x 20

4 + earth

37.5

33.5

35.6

32.3

31.5

8.78

8.67

11.77

8.52

5.59

4.27 / 3.86

5.04 / 6.42

30

50~150% OU Capacity

185

19.05 (3/4”)

22.2 (7/8”)

59

79

245

920

760

1710

380-415v, 50Hz

Three

8

13.5

13.4

-20~15.5 / -5~46

1 x 25

4 + earth

45.0

40.0

42.8

38.7

37.6

10.89

11.33

14.59

10.56

7.31

4.13 / 3.53

4.95 / 6.32

35

50~150% OU Capacity

225

19.05 (3/4”)

28.58 (1-1/8”)

60

80

270

1220

760

1710

380-415v, 50Hz

Three

8

16.8

17.5

-20~15.5 / -5~46

1 x 32

4 + earth

50.0

45.0

47.5

43.0

42.3

12.75

13.55

17.09

12.37

8.74

3.92 / 3.32

4.96 / 5.81

40

50~150% OU Capacity

225

22.2 (7/8”)

28.58 (1-1/8”)

61

81

270

1220

760

1710

380-415v, 50Hz

Three

8

19.7

20.9

-20~15.5 / -5~46

1 x 40

4 + earth

56.0

50.0

50.7

48.7

46.0

14.58

14.49

16.62

13.27

9.13

3.84 / 3.45

5.13 / 6.21

45

50~150% OU Capacity

360

22.2 (7/8”)

28.58 (1-1/8”)

62

82

320

1750

760

1710

380-415v, 50Hz

Three

8

22.5

22.3

-20~15.5 / -5~46

1 x 40

4 + earth

PURY-P200YJM-A PURY-P250YJM-A PURY-P300YJM-A PURY-P350YJM-A PURY-P400YJM-A PURY-P450YJM-A

STANDARD HEAT RECOVERY

CAPACITY (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

POWER INPUT (kW) Heating (nominal)

   Cooling (nominal)

   High Performance Heating (UK)

   COP Priority Heating (UK)

   Cooling (UK)

COP / EER (nominal)

SCOP / SEER

MAX No. OF CONNECTABLE INDOOR UNITS

MAX CONNECTABLE CAPACITY

AIRFLOW (m3/min)           High

PIPE SIZE mm (in) Gas

   Liquid

SOUND PRESSURE LEVEL (dBA)

SOUND POWER LEVEL (dBA)

WEIGHT (kg)

DIMENSIONS (mm)           Width

             Depth

(1650mm without legs)           Height

ELECTRICAL SUPPLY*

PHASE*

STARTING CURRENT (A)*

NOMINAL SYSTEM           Heating

RUNNING CURRENT (A)*       Cooling

GUARANTEED OPERATING RANGE (ºC) Heating / Cooling

FUSE RATING (MCB sizes BS EN 60947-2) - (A)*

MAINS CABLE No. Cores*

56.0

50.0

50.7

48.7

46.0

13.30

12.50

15.16

12.10

7.88

4.21 / 4.00

4.97 / 6.67

45

50~150% OU Capacity

185 / 185

22.2 (7/8”)

28.58 (1-1/8”)

59.5

79.5

240 + 240

920 + 920

760

1710

380-415v, 50Hz

Three

8 / 8

20.5

19.3

-20~15.5 / -5~46

1 x 20 / 1 x 20

4 + earth

63.0

56.0

57.0

54.8

51.5

15.10

14.85

17.21

13.74

9.36

4.17 / 3.77

5.01 / 6.40

50

50~150% OU Capacity

185 / 185

22.2 (7/8”)

28.58 (1-1/8”)

60

80

240 + 240

920 + 920

760

1710

380-415v, 50Hz

Three

8 / 8

23.3

22.9

-20~15.5 / -5~46

1 x 20 / 1 x 20

4 + earth

69.0

63.0

62.4

60.0

58.0

16.95

17.30

19.32

15.42

10.90

4.07 / 3.64

4.88 / 6.20

50

50~150% OU Capacity

185 / 185

28.58 (1-1/8”)

28.58 (1-1/8”)

61

81

245 + 240

920 + 920

760

1710

380-415v, 50Hz

Three

8 / 8

26.2

26.7

-20~15.5 / -5~46

1 x 25 / 1 x 20

4 + earth

76.5

69.0

69.2

66.6

63.5

19.07

19.65

21.74

17.35

12.38

4.01 / 3.51

4.80 / 6.04

50

50~150% OU Capacity

185 / 185

28.58 (1-1/8”)

28.58 (1-1/8”)

62

82

245 + 245

920 + 920

760

1710

380-415v, 50Hz

Three

8 / 8

29.4

30.3

-20~15.5 / -5~46

1 x 25 / 1 x 25

4 + earth

81.5

73.0

73.8

70.9

67.2

20.47

21.53

23.34

18.63

13.56

3.98 / 3.39

4.97 / 5.94

50

50~150% OU Capacity

225 / 185

28.58 (1-1/8”)

28.58 (1-1/8”)

62.5

82.5

270 + 245

1220 + 920

760

1710

380-415v, 50Hz

Three

8 / 8

31.6

33.2

-20~15.5 / -5~46

1 x 32 / 1 x 25

4 + earth

88.0

80.0

88.0

76.6

73.6

22.33

23.95

28.14

20.77

15.45

3.94 / 3.34

5.04 / 5.69

50

50~150% OU Capacity

225 / 185

28.58 (1-1/8”)

34.93 (1-3/8”)

63

83

270 + 245

1220 + 920

760

1710

380-415v, 50Hz

Three

8 / 8

34.5

37.0

-20~15.5 / -5~46

1 x 40 / 1 x 25

4 + earth

PURY-P450YSJM-A1 PURY-P500YSJM-A PURY-P550YSJM-A PURY-P600YSJM-A PURY-P650YSJM-A PURY-P700YSJM-A

Note: * A separate power supply is required for each module. Where more than one figure is quoted there are multiple modules. 
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Heat Recovery Outdoor Unit (R2 Series) Specifications
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TOTAL PIPING LENGTH

FURTHEST PIPING LENGTH

FURTHEST PIPING LENGTH AFTER 1st BRANCH

BETWEEN INDOOR AND OUTDOOR UNITS - HEIGHT

BETWEEN INDOOR AND INDOOR UNITS - HEIGHT

300m max

150m max

30m max

50m max (40m max if outdoor installed below)

15m max

PUMY-P112-140VKM/YKMPIPING RESTRICTIONS

TOTAL PIPING LENGTH

FURTHEST PIPING LENGTH

FURTHEST PIPING LENGTH AFTER 1st BRANCH

BETWEEN INDOOR AND OUTDOOR UNITS - HEIGHT

BETWEEN INDOOR AND INDOOR UNITS - HEIGHT

1000m max

165m max

40m max

50m max (40m max if outdoor installed below)

15m max

PUHY-P200-1250Y(S)JM-APIPING RESTRICTIONS

TOTAL PIPING LENGTH

FURTHEST PIPING LENGTH

FURTHEST PIPING LENGTH AFTER 1st BRANCH

BETWEEN INDOOR AND OUTDOOR UNITS - HEIGHT

BETWEEN INDOOR AND INDOOR UNITS - HEIGHT

1000m max

165m max

40m*1 max

50 max (40m max if outdoor installed below)

15m*2 max

PUHY-EP200-900Y(S)LM-APIPING RESTRICTIONS

Notes: *1 90m is available. When the piping length is 40m or longer, use the one size larger liquid pipe between the first joint all the way to all indoor units greater than 40m from first joint.  
*2 30m is available. When the piping length is 15m or longer, use the one size larger liquid pipe between the first joint all the way to all indoor units greater than 15m from first joint. 

TOTAL PIPING LENGTH

FURTHEST PIPING LENGTH

FURTHEST PIPING LENGTH AFTER 1st BRANCH

BETWEEN INDOOR AND OUTDOOR UNITS - HEIGHT

BETWEEN INDOOR AND INDOOR UNITS - HEIGHT

300m max

150m max

40m max

50m max (40m max if outdoor installed below)

15m max

PUHY-HP200-500Y(S)HM-APIPING RESTRICTIONS

TOTAL PIPING LENGTH

FURTHEST PIPING LENGTH

FURTHEST PIPING LENGTH AFTER 1st BRANCH

BETWEEN INDOOR AND OUTDOOR UNITS - HEIGHT

BETWEEN INDOOR AND INDOOR UNITS - HEIGHT

300m max (250m for size 600-650)

120m max 

40m max

50m max (40m max if outdoor installed below)

15m max

PUHY-RP200-650Y(S)JM-BPIPING RESTRICTIONS

Y Series Piping Restrictions


