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4. Installation

�� Avoid placing the unit within 1 metre of radio and video 
equipment.

�� Do not install above heat sources.
�� Ensure that:

•	 the installation site of the unit must be chosen with the 
utmost care to guarantee adequate protection from 
shocks and consequent damage

•	 the supporting surface is capable of supporting the 
weight of the appliance

•	 the supporting surface does not affect load-bearing 
building elements, piping, or power lines

•	 the functionality of load-bearing elements is not com-
promised

•	 there are no obstacles to the free circulation of air 
through the holes (plants, leaves...)

•	 the appliance must be installed in a position where it can 
be easily serviced

•	 the safety distances between the units and other appli-
ances or structures are scrupulously respected so that 
the air entering and leaving the fans is free to circulate
�� If the unit is installed incompletely or on an unsuitable 
surface, it could cause damage to persons or property 
if it becomes detached.

�� The appliance must not be in a position where the air 
flow is aimed directly at a person.

�� Provide the following:

•	 a drain nearby for the outflow of condensation

•	 a compliant power supply nearby

•	 fastening elements suitable for the type of support

4.9�	� Minimum installation distances
The clearance zones for the installation and maintenance 
of the appliance are shown in the figure below. Established 
spaces are necessary to avoid barriers to airflow and allow 
for normal cleaning and maintenance.

�� Make sure that there is sufficient space to allow the 
panels to be removed for routine and supplementary 
maintenance operations.
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4. Installation

Vertical installation
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Models u.m. 4 zones 5 zones

Minimum distances
A mm 50 50

B mm 350 350

C mm 70 70

D mm 250 250

Hatch dimensions
�� For installation in a ceiling, it is mandatory to create an 
access hatch for the inspection and maintenance of the 
device.
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4. Installation

Models u.m. 4 zones 5 zones

Hatch dimensions
A mm 795 795

B mm 1.890 2.140

C mm 50 50

D mm 350 350

E mm 50 50

4.10�	�Positioning

Preliminary warnings
�� Check that:

•	 the surface supports the weight of the appliance

•	 the surface does not affect piping or power lines

•	 the functionality of load-bearing elements is not com-
promised

Positioning the unit

1.	 Mounting holes

4 4
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�� Use the 4 mounting slots on the top side of the unit.

Horizontal installation

Vertical installation

�� Check the correct orientation of the unit.
�� Use anti-vibration dampers under the support points
►► Mark the position of the fixing holes

►► use the installation template to drill the wall
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4. Installation

Extract air dimensions

A

B

Air supply dimensions

Ø Ø Ø Ø Ø

Models u.m. 4 zones 5 zones

Extract air dimensions
A mm 1.020 1.305

B mm 150 150

Air supply dimensions
No. of connections 4 5

Supply air connection Ø mm 160 160


